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Our Series 11 section is our medium to heavyweight 
section. This section is suitable for offshore use in 
workboats and motor cruisers. 

The frame is solidly constructed from aluminium 
making the section robust and durable. This frame 
can have a radius from 90mm to 165mm and can 
have two types of finishes. These can either be a 
silver satin anodised  or powder coated in a finish to 
suit your requirements. At Seaglaze, we find the 
majority of our customers have a combination of the 
two. 

The Series 11 can hold glazing from 6mm to 10mm  
thick. We have a range of glazing available to suit 
your needs. These are acrylic, BSMA, toughened 
safety glass, laminate, heated or curved. The glazing 
can have a tint if required and is available as double 
glazed.

Clamp in frames can be between 50% and 70% 
quicker to fit and they require less man power. 
Clamp in windows have a great appearance are less 
likely to leak,  due to there being no fastening holes. 

Please contact us for more information. In order for 
us to design the best windows to suit your 
requirements, please provide the aperture sizes, 
positioning, type of window, type of boat and where 
the boat will be operating. 

Tel: +44 (0)1603 720745
Fax: +44 (0)1603 721770
Email: sales@seaglaze.co.uk

Single Channel Double Channel

 Robust and Durable
 Medium to Heavyweight
 6mm to 10mm Glazing thickness
 90mm to 165 Radius
 Range of glazing materials
 Choice of finish
 Designs for various applications
 Choice of glazing tints


