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The Series 4 Through Fixed section is a heavy duty 
version of our Series 3. Windows manufactured from 
this section are used on Pilot Boats, Workboats and other 
coastal and offshore craft. 

The Series 4 frame is solidly constructed from 
aluminium. This section has concealed fixings. The 
concealed fixings profile stands 5mm proud of the 
Superstructure hiding the fastenings behind a strip 
available in black, white or grey. This section can have a 
minimum 100mm radius and is also available with 
mitred or radius corners. 

Series 4 heavy duty section is suitable for glazing 
between 4mm and 10mm in thickness. For sliding units 
the glazing is 6mm thick. This series is available as 
fixed, sliding, half drop, hinged or hopper 
windows. Series 4 utilises a plastic slider bearer and 
brush pile seals for sliding and half drop windows, 
enabling  the window to move smoothly and 
efficiently. 

We can supply a wide range of glazing available to suit 
your needs from Toughened Safety Glass to 
heated glass, Acrylic to Polycarbinate. Glazing is also 
available with a range of tints.

This series comes in two types of finish. We offer a 
range of powder coating colours or a silver satin 
anodised finish. We find that a large amount of our 
customers use a combination of these finishes. A 
silver satin anodised base with a powder coated finish in 
a colour which meets their requirements. This gives an 
non corrosive but colourful finish. 

Please contact us for more information. In order for us to 
design the best windows to suit your requirements, 
please provide the aperture sizes, positioning, type of 
window, type of boat and where the boat will be 
operating. 

Tel: +44 (0)1603 720745
Fax: +44 (0)1603 721770
Email: sales@seaglaze.co.uk

Single Channel Double Channel

 Range of Glazing materials
 Radius or mitred corners
 Glazing between 4mm and 8mm
 Minimum radius 100mm
 Range of finishes
 Concealed fixings
 Various tints for the glazing
 Medium duty


