WINDOWS - Through Fixed SerieS 5 Inland Waterways
]

The Series 5 section is a medium weight through

fixed section. This section is recommended for STANDARD DESIGN FEATURES
inland waterways, Estuary and Coastal uses. Medium Weight

Range of Glazing materials
Choice of finishes

O

This Series 5 frame is solidly constructed from
aluminium. Fixings are visible on the outer frame.
This frame can have a minimum radius of 50mm.
The frame has a central ‘V’' groove with angular
edges.

Glazing between 4mm and 8mm
Low profile flat face
Minimum radius 50mm

This section accepts glazing from 4mm to 8mmnj in
thickness or 5mm thick for sliding panes. We off¢r a
range of glazing depending on your requirements.
These are Toughened Safety Glass, laminated,
Heated, Curved, BSMA, Acrylic or Polycarbinate.
Glazing is available with or without a tint and the
majority are available as double glazed or curvedl.

Single Channel Double Channel

Series 5 is suitable for usage as fixed, sliding, hall
drop, hinged or hopper units. The sliding or half drop
units can be fitted with a plastic slider bearer and
brush pile seals. This ensures the units move ih a
efficient and smooth manner.

At Seaglaze, we offer two types of finishes. These | j _” Hu
are powder coating or anodising. Powder coating is | "= E”_J'D —
available in a range of colours to suit your needs. |The /7 /7? R
Anodising finish is silver satin. The vast majority[of | é ///j

our customers choose to have the combinatiop o
both. This is an anodised base with a powder cgate
finish in a colour to your preference. This gives|an
non corrosive yet colourful finish.

Please contact us for more information. In order|for
us to design the best windows to suit your

requirements, please provide the aperture sizes,
positioning, type of window, type of boat and where
the boat will be operating.
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Tel: +44 (0)1603 720745
Fax: +44 (0)1603 721770

_ Email: sales@seaglaze.co.uk

Various tints available for the glazing




